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IN [MM]

RICHCO, INC.
ENG@RICHCO-INC.COM

(773) 539-4060DESCRIPTION ENGR.

RE:

ANG.=±1°

SOLIDWORKS

PRINT

DATE

TOLERANCES
UNLESS NOTED

.XX=±.010
.XXX=±.005

FRAC.=±1/64
REV.

.16 4

PANEL THICKNESS INDICATED
 0.05] HOLE DIA. IN A [3.0

TO SNAP-LOCK IN A .118 .002

*SLIGHT PROTRUSIONS
MAY APPEAR ON PARTS

"D"

"B"

"C"

.12 3.1

"A"

NYLON 6/6 (RMS-01) 
COLOR: NATURAL 

PART NO.

FLAME RETARDANT 
NYLON 6/6 (RMS-19) 
COLOR: NATURAL 

PART NO.

"A" REF. "B" REF. "C" REF. "D" REF.
NOMINAL 
PANEL 

THICKNESS

*MWSEA1-1-01 *MWSEA1-1-19 .29 (7.3) .12 (3.0) .36 (9.1) .26 (6.7)
MWSEA1-2-01 MWSEA1-2-19 .36 (9.1) .16 (3.9) .42 (10.8) .32 (8.1)
MWSEA1-3-01 MWSEA1-3-19 .44 (11.2) .24 (6.0)
MWSEA1-4-01 MWSEA1-4-19 .51 (13.0) .30 (7.7)

*MWSEA1-1-1-01 *MWSEA1-1-1-19 .29 (7.3) .12 (3.0) .36 (9.1) .26 (6.7)
MWSEA1-1-2-01 MWSEA1-1-2-19 .36 (9.1) .16 (3.9) .42 (10.8) .32 (8.1)
MWSEA1-1-3-01 MWSEA1-1-3-19 .44 (11.2) .24 (6.0)
MWSEA1-1-4-01 MWSEA1-1-4-19 .51 (13.0) .30 (7.7)

.063 (1.6)

.093 (2.36)

.47 (12.0)

.47 (12.0)

.36 (9.1)

.36 (9.1)


