Osram Horticulture Starboards
Product Selection Guide

Beam Peak Vf Flux (mW)  uMol/s uMol/J uMol/s uMol/J
Color Part Number Description Angle Wave
length @ 350mA, Tj 25C @700mA, Tj 85C
. Starboard, Osram OSLON o
Deep LST1-01F06-RYL1-00 SSL 120, Deep Blue 120 455nm 2.85 687 2.60 2.60 4.20 210
Blue
455nm
. Starboard, Osram OSLON o
Green LST1-01F06-GRN1-00 SSL 120, Green 120 530nm 3.20 281 122 1.09 173 077
530nm
O Starboard, Osram OSLON o
White LST1-01F06-4070-00 Square, 4000K / 70CRI 120 n/a 3.00 516 234 2.39 410 2.09
4000K
. Starboard, Osram OSLON o
- LST1-01F06-PRD1-00 SSL 120, Hyper Red 120 655nm 215 450 247 3.29 435 2.68
Red
655nm
. Starboard, Osram OSLON o
Far Red LST1-01F06-FRD1-00 SSL 120, Far Red 120 735nm 1.85 282 1.60 248 270 198
735nm

All values shown above are typical. Please reference the marking on the starboard back side for actual values.
Do not look into the light emitting from these LEDs as it is harmful to the human eye.

Eye injury may result. Use skin and eye protection as necessary.

Other beam angles and colors available upon request

Detailed Back-Side Labeling About Opulent Americas
Opulent Americas, part of Singapore based
Opulent Group, is a fully integrated, global
manufacturer for the lighting, automotive

and medical industries. Through 30 years of
Bin Code manufacturing experience and state-of-the-
art facilities, the company offers leading solid
state lighting components and modules. The
NC-based office provides quick engineering
& sales support with an R&D lab to provide
prototype development and custom solutions.
Radiometric Flux See Opulent-Americas.com for more
information.
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