SANYO

Cell Type N-1300SCR

Specifications

@
‘ adn"a Nominal Capacity 1300mAh
Nominal Voltage 1.2v
Standard 130mA
D Charging Current Quick 390mA
-~ ~ d Fast 2000mA
- | ] Standard 14 to 16Hrs.
| Charging Time Quick 4 to 6Hrs.
SAWYO | Fast about 1HT.
Standard| 0°C to +45°C [+32°F to 113°F]
* Ambient Charge | Quick 10°C to +45°C [+50°F to 113°F]
Terrr]nrl)%?ature Fast 5°C to +40°C [+41°F to 104°F]
Discharge -20°C to +60°C [ -4°F to 140°F]
Storage -30°C to +50°C [-22°F to 122°F]
120503 =l | Internal Impedance (Av.) 4.0mQ
R H 654 T a——— (at. 50% discharge) (at 1000Hz)
“Nco T Dimegfions 5 220503 mml | Weight 51g/1.800z
T A ) .
MADE [N JAPA Bare Cell 0.866 +0.012 inch Dimensions(D)X(H) 229 7(1> x 43.0 72.2 mm
10.0 mm with tube 0 0 i
d {oer o |« ) 090 ¢, x169 S, inch
Typical Characteristics
Charge (5 sells pack) Discharge (at high rate)
Charge : 2.0A to 45°C/113°F Charge : 2.0A to 45°C/113°F
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Cell Capacity (at various discharge rate)

Discharge (at high rate)

Charge : 2.0A to 45°C/113°F
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Discharge Rate (It)

Cell Voltage (V)

CHarge : 2.6A to 45"?0/113“F
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Discharge Time (Mins)

Discharge (at low rate)

Temperature (Charge & Discharge)

Charge : 2.0A to 45°C/113°F
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Discharge Time (Hrs.)

Available Capacity (%)

100

90

80

70

— Charge Characteristics

60

——— Discharge Characteristics
Condition[Charge : 2.0A to 45°C/113°F
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Discharge : 260mA
(End Volt 1.0V,
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Operating Temperature

60°C
140°F
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